
Air Pressure Stabiliser
Model: APSC-FD-123

Client Benefits:
• Removable blades for improved cleaning
• Antimicrobial protection as standard
• Quiet day-to-day operation
• Self contained units
• Low maintenance

The patented VARI-centric® range of Air Pressure Stabilisers 
is purpose-designed for clean environments, such as Operat-
ing Theatres, Isolation Rooms and Cleanrooms to control 
airborne contamination by controlling room pressure differen-
tials.

The VARI-centric® balancing system accurately controls the 
differential air pressure between adjacent rooms, and the 
blades close fully as soon as the pressure differential drops 
below the required level. This diverts the airflow to pass 
through an open door forcing back airborne contamination 
without the need to alter the air extract and supply.

Positive pressurisation of Operating Theatres to protect them 
from the ingress of infectious agents passing through the 
open doors, by providing high air volume rates, is a well 
established principle of hygiene and infection control, forming 
the fundamental principles on which Health Technical Memo-
randums HTM 03-01 & HTM 2025 are based.

In following the philosophy of HBN 4 Supplement 1: Isolation 
facilities in acute settings, Air Pressure Stabilisers are utilised 
to control the pressure differential between the Corridor and 
Isolation Room. 

Within Cleanrooms they are used to facilitate the 
cascade of air pressures to maintain a sterile environ-
ment where facilities are conforming to ISO 14664-1 
and BS 5295.

Apreco VARI-centric® Air Pressure Stabilisers and 
associated products are supplied as standard with 
Apreco-Ag™, utilising silver technology – which is 
already used extensively within the healthcare sector 
as an excellent antimicrobial protection in conjunction 
with good hygiene practices. Apreco-Ag™ is 
extremely effective in helping to protect against harm-
ful bacteria including MRSA, E-coli, Salmonella and 
C-diff.

Product Data – APSC-FD 123

Items:  Air Pressure Stabiliser for ceiling mounting which includes a separately mounted fire damper that 
 has been integrity tested to BS EN 1366-2:1999 and BS 476 part 20:1987 for a 4 hour duration + ECG (inlet side).

Materials: Aluminium / carbon steel frames and blades to suit application.

Standard Finish: RAL9010 powder coated white Apreco-Ag™, antimicrobial protection as standard. 

Bearings: Stainless Steel ball roller type ‘sealed for life’ ball bearings.
 
Pressure Control Range: 5 - 30 Pa with a setting accuracy of +/- 1 Pa over the operating range. 
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Note: Specifiers must satisfy themselves that the materials used in the construction of the equipment are compatible with the 
environment in which they will be placed and do not pose a hazard or risk of injury. Where there is any doubt please refer to our 
technical department. Apreco operates a policy of continual product development. The information contained within this data sheet 
may therefore be subject to change without notice.




